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“ NTRODUCTION. Thank you for buying this Linn product. The Linn INTEK

was designed and manufactured to provide better sound quality than other
high-quality integrated amplifiers. It is capable of excellent sound performance
when partnered with high class equipment.

The INTEK is made with top quality components and is thoroughly tested before it
leaves our factory. Its wide range of useful facilities include separate listen and
record facility, connections for two sets of loudspeakers (one switched and one
direct), a headphone socket, and a mono and mute switch,

The INTEK has six inputs, and a low-noise phono input which can be used with
either moving magnet or moving coil cartridges.

The INTEK's preamp section cen be used on its own as can the power amp
section. Split volume control gives a simple balance facility.

INSTALLATION. Unpack the amplifier, retain the packing for future use. Ensure
that the amplifier is grounded and that adequate ventilation is available. Position
the amplifier far enough away from the turntable to avoid hum.



Take care to ensure that the left plug is connected to the left socket and that the
right plug is connected to the right socket.

There is a binding post for the earth connection beside the phono inputs.
Underneath this binding post there is a switch for moving coil and moving magnet
selection.

According to which type of cartridge you have, plug the turntable phono leads into
the socket marked either {moving magnet| or {moving
coil). Slide the selector swilch to the appropriate setting.

NOTE: The amplifier should be switched OFF before moving the phona input
selector switch.

The 4mm plugs supplied should be properly soldered to good quality cable. For
best results we recommend Linn K20 loudspeaker cable.

Linn K20 cable is marked with the Linn logo to indicate directionality. The wires
shown should be connected to the INTEK amplifier and the other end, marked by
the circular logo, connected to the loudspeakers. The positive wire is identified by
a rib along the side of the cable.
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